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Summary and Features
A InnoSwitch3-Pro - digitally controllable CV/CC QR flyback switcher IC with integrated high-voltage
MOSFET, synchronous rectification and FluxLink feedback
f  I’C Interface enables low pin count USB PD ControllerVP302(8 pin)
1 Sophisticated telemetry and comprehensive protection features
A Very high power density design enabled by MinE-=CAPMIN1072M
1  Power Density: 32.8 W / inch® without enclosure (52 mm (L) x 26.2 mm (W) x 22 mm (H) form
factor)
A Meets DOE6 and CoC v5 2016 Average iciency requirements with high margin (>2.5 %)
1 5V Output: 91.47% at 115 VAC (9.67% margin); 90.29% at 230 VAC (8.49 % margin)
1 9V Output: 92.11% at 115 VAC (4.81% margin); 92.04% at 230 VAC (4.74 % margin)
1 15V Output: 92.17 % at 115 VAC (3.27% margin); 92.85% at 230 VAC (3.95% margin)
1 20V Output: 91.89% at 115 VAC (2.89% margin); 93.04% at 230 VAC (4.04% margin)
<60 mW no-load input power at 230 VAC
Meets CISPR22/ EN55022 ClassB Conducted EMI
Low component count
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Although this board is designed to satisfy safety isolation requirements, the engineering
prototype has not been agency approved. Therefore, all testing should be performed
using an isolation transformer to provide the AC input to the prototype board.
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1 Introduction

This document is an engineering report describing a 60 W USB PD3.0 power supply
using InnoSwitch3-Pro INN3379-H302 IC and VIA Labs VP302 USB PD controler. The
USB PDsource capabilities of the power supply are listed below.

1 PDO1:5V/ 3 A (Fixed Supply)

1 PDO2:9V/ 3 A (Fixed Supply)

1 PDO3:15V/ 3 A (Fixed Supply)

1 PDO4:20 V/ 3 A (Fixed Supply)

1 PDGb: 3.3Vi 21V / 3 A (Programmable Power Supply
This report demonstrates the high power density, exceptional performance, and high
efficiency designs possible when the InnoSwitch3-Pro family of controllers is paired with
the input capacitor volume-reduction capabilities of the MinE-CAPIC.

The report contains the power supply specification, schematic diagram, printed circuit
board layout, bill of materials, magnetics specifications and performance data.

Figure 2 - DER822 Unit with Enclosure.

Power Integrations ™
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Figure 37 Complete PCB Assembly Top View

22 mm

Figure 57 Complete PCB Assembly Side View
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2 Power Supply Specification

The table below represents the minimum acceptable performance of the design. Actual
performance is listed in the results section.

Description Symbol Min | Typ | Max | Units Comment
Input
Voltage Vin 90 265 | VAC 2 Wire i no P.E.
Frequency fLne 47 [(50/60 | 64 Hz
No-load Input Power 46 50 mw Measured at 230 VAC
5V / 3 A Setting
OUtpUt VOItage VOUT(5 V) 5.0 V °3%
Output Voltage Rlpple VRlPPLE(S V) 200 mV Measured at En d of 1Cabie. mY'
Output Current louts v 3.0 A °3%
Average Efficiency 5 5V) 91.25 % Meas‘%rfs:é%jc\é;%reo?nﬁg{ngfc'e 10
Continuous Output Power Pouts v 15 W
9V/ 3 A Setting
Output Voltage Voutiow 9.0 \% °3%
Output Voltage Ripple VRIPPLE(9 V) 200 | mVv MeasuredatEn d o f 1Cable. mY|
Output Current | outio v 3.0 A °3%
Average Efficiency 5 OV) 92.00 % Meas%e; eaé%ei:;ﬁgc{;og?]?ri RBengfCIe 0
Continuous Output Power Poutio v 27 W
15V / 3 A Setting
Output Voltage Voutis v 15.0 \% °3%
Output Voltage Ripple VRIPPLE(15 V) 200 | mVv MeasuredatEnd of 1abl@ m]
Output Current | outiis v) 3.0 A °3%
Average Efficiency 5 (15 V) 92.00 % Meas‘%ryes :éﬁi;ﬁgdf;og?]f‘ri ';ﬁ;fgtade tc
Continuous Output Power Pout1s v 45 W
20V / 3 A Setting
Output Voltage VouTzo v 20.0 \% °3%
Output Voltage Ripple VRIPPLE(20 V) 250 mV MeasuredatEnd of 1abl@ m)]
Output Current | OUT(20 V) 3.0 A °3%
Average Efficiency 5 (20 V) 91.75 % Meas#r;s:éﬁi:‘ﬁgcgoggfﬁ ';g;fgtade E
Continuous Output Power Poutio vy 60 W
3.3 1 21V PPS Setting
?)/Ix;runtu\%lzggrammable Vout,max 21 \% APDO Maximum Voltage.
I(\:)A:Jrllprz?r\r/.]oiraoggerammable VOUT,MIN 33 V APDO Minimum Voltage.
Output Current | ouT.PPS 3.0 A °3%
PPS Voltage Step VsteP.PPS 20 mV PPS Voltage Step (USB PD 3.0).
PPS Current Step | sTEPPPS 50 mA PPS Current Step (USB PD 3.0).
Continuous Output Power Pout 60 W PPS Power Limited bit = 1 (USB PD 3.0).
Conducted EMI Meets CISPR22B / EN55022B
Ambient Temperature Tave 0 | | 40 | °C Open Frame Sea Level.

Note: To use this design for a charger/adapter with a different shape and form factor, the changes in the
circuit board layout must be carefully evaluated to meet the target specifications for EMI, ESD, and Line

Surge performance.

5
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3  Schematic

2.2 nF
250 VAC
1L
R3 F ¢ cs
3.9 M0 10 4F 680 uF Q1
1% Fl1 A4 /Y 25V ADN7250C vsusjnu'r
6 * ra RS
=220F
R7 <324k 1000
ZADGRADILHT  ZHDGRRLHE 2=0Y 200 T i e
r - < 110w 116w =)
2 L RE R9 = — —=10pF
o ikul?) 3 ;{01;: 630 k0 3 3 680 ko o ] 3BV
68 yF = & R6 D3 DL [=] <100 BAV2IWS-F
160V 218 Mo DFLR1800-7 BAVISWS 1 nF 2 1
A 800 v nedlf s 200V e RTN
1= WA
= R13
FL2
i<t = i 0.009 0
) 51 1%
BAVIDDAWY-T-F g w
300V
L Les
R S Samn 1
Q2 =~ 5 BT 7
Y | po FLS i
100 ki2 3
1% 3 =
mint-cap | & B ew E
(Fa - K
MIN1O72M NI c13 Ads
1Ho o c T g
AMA—EL D2 jun B —] - 63V g z
L%J - :
s| se| |t [|er n8 RIG 3
s 3
70 g cit
chpZero-3 E 110w 22 uF
CAP300DG E 10V
ct
330 nF L
275 VAC c10 T
1t 2.3 uF
i ia
R0 2 J:
EAY: a
178w { R21 g ol g 5 3
! 224k of v 2 & 8| 5§ o 8 8
2ot T T
R . - 1/10 W CONTROL
1 s L—-_—I _____ {
E R2Z
by ¢ 470
FL ez W —
90 - 265 VAC SA DE an 1410 W s BFP
g c14 u2
L N = a7uF  INN3379C-H3I0Z
16V
VBUS R\T,"
hA
ren Y Y
¥ o YT o ¢ -
J1A AL1 Gnp o |22
7 ¢ RTN 220 ssmp1 ssrxp1 2Ll
5 255 —24] ssman1 ssrxn1 L
5 v T 1 ¢ VBUS D) 2] veus eus 22|
4 3vsus vee {uvee 25 B8
3 7 2 €16 cc1 ccL SBUZ
e et s L 22 F 26 167
2 AMA B bl 7Y El >spa T o p Dp1 Dn2 oo
L1 ZRZZIE1 oc2 GND |1 (( RTN |: pnl Dp2
m a2 T""z sBUL o2 .::_<< ccz
A vBUS D) VBUS veus (184
w0 L2101 ssrxa1 ssTan2 (2
J18 , ALY sepxp1 SSTXp2 JIL
: ~ 1 {{ cc2 o hp (k-
2 1 e | L || = H
3 &7 7 Shield
4 VR2 Se Vo B *
s :—(( vBUS R25 EDZVTZR24B. SepF  EDEVIZR28
: A
7 RTN n
A RTN
~ RTN
RTN
Note: Component references R18, R19,and C8 should not be populated.
Power Integrations ™
—

Pagell of 121

Tel: +1 408 414 9200 Fax: +1 408 414 9201

Www.power.com



DER822 60 W InnoSwitch3-Pro USB PD 3.0 with PPS 07-Oct-20

4  Circuit Description

4.1  Input Rectifier and EMI Filter

The input fuse F1 isolates the circuit and provides protection from component failure.
Common mode chokes L1 and L2, with capacitors C1 and C19 provide common mode
and differential mode noise filtering for EMI attenuation. Bridge rectifiers, BR1 and BR2,
rectifies the AC input and then filtered by bulk capacitors C2 and C3. Two bridge
rectifiers are used to improve heat dissipation by doubling the rectifier surface area since
power loss from two rectifiers is the same as that of a single device.

Resistors R1 and R2 #@ong with the CapZero™-3 IC, U1, discharges capacitor C1 when
the power supply is disconnected from the AC mains for user safety purposes.

4.2  InnoSwitch3 -Pro IC Primary and MinE -CAP

One end of the flyback transformer, T1, primary winding is connected to the rectified DC
bus and the other end is connected to the drain terminal of the InnoSwitch3-Pro IC, U3.

The V pin of the InnoSwitch3-Pro IC is connected directly to the L pin of the MinE-CAP
IC. Resistors R6 and R15 provide input voltage sensing for both the MinE-CAPIC and
InnoSwitch3-Pro ICs. The MinECAP uses resistors R6 and R15 to monitor the line voltage
as well as the voltage across the high-voltage bulk capacitor, C2. Resistor R3 is a bleeder
resistor used to help regulate the voltage across C3, while resistor RL4 is used by the
MinE-CAP to sample the voltage at the negative terminal of C3. The MInE-CAP IC
combines the information from the Vyop and Vgor pins to determine and control the
voltage across the low-voltage bulk capacitor, C3.

The InnoSwitch3-Pro IC uses the current from the L pin to determine line undervoltage
and overvoltage conditions. During regular operation, the current from the L pin follows
the value of the current flowing through R6 and R15. Thus, the InnoSwitch3-Pro IC
operates as if said resistors are directly connected to the V pin.

For this specific design, bypass capacitor C14 is shared by both the BPP pin of the
InnoSwitch3-Pro IC and the BP pin of the MinE-CAPIC. The value of C14 is chosen based
on the desired current limit of the InnoSwitch3-Pro.

A low-cost RCD snubber formed by diode D3, resistors R8, R9, R10, and R11, and
capacitor C6 limits the voltage across the InnoSwitch3-Pro Drain-Source nodes during
turn-off by dissipating the energy stored in the leakage inductance of the transformer,
T1.

The InnoSwitch3-Pro IC has an internal current source that charges capacitor C14 when
AC input is first applied. Once the InnoSwitch3-Pro IC starts switching and during normal
operation, bias current is drawn from the auxiliary winding of the transformer. The

_p"‘ Power Integrations, Inc.
Tel: +1 408 414 9200 Fax: +1 408 414 9201
WWW.power.com Page 12 of 121
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output of the auxiliary winding is rectified using diode D4 and filtered by capacitor C13.

Since the output voltage of this design varies from 3.3 V to 21 V, the output of the

auxiliary winding also varies depending on the secondary to auxiliary turns-ratio as well
as the coupling coefficient between the primary and auxiliary. A linear regulator
comprising resistors R17 and R20, Zener dioce D6, and transistor Q3 provides a relatively
stable DC voltage based on the breakdown voltage of D6 at the emitter terminal of Q3.

Bias current is controlled using resistor R21.

Zener diode D5 offers primary sensed overvoltage protection. In case of overvoltage at
the output of the converter, the auxiliary winding voltage also increases until D5 breaks
down, causing excess current to flow into the BPP pin of the InnoSwitch3-Pro IC. If the
current flowing into the BPP pin exceeds the |spthreshold, the Inn oSwitch3-Pro controller
latches off to prevent any further increase in output voltage. Resistor R 22 limits the
current injected to the BPP pin during an overvoltage event.

4.3  InnoSwitch3 -Pro IC Secondary and USB Power Delivery Controller

The secondary-side of the InnoSwitch3-Pro IC has pins for output voltage and current
sensing as well as a MOSFET driver to control an NMOSFET for synchronous
rectification.

The voltage across the transformer secondary winding is rectified by the secondary-side
synchronous rectifier N-MOSFET (SR FET)Q5 and filtered by capacitors C5, C8 and C9.
High frequency ringing during switching transients that would otherwise create radiated
EMI is reduced via an R(D snubber composed of R7, D2 and C4. The RCD snubber also
protects the SR FET from exceeding its rated voltage by clamping the voltage across the
Drain-Source nodes of the SR FET.

The gate of Q5 is controlled by the secondary-side controller and gate driver within U3,
based on the secondary winding voltage sensed by the FWD pin through resistor R16.

In continuous conduction mode of operation, the SR FET is turned off just prior to the
secondary-side commanding a new switching cycle from the primary. In discontinuous
mode of operation, the SR FET is turned off when the magnitude of the voltage drop
across the SR FET falls below a threshold of approximately \4gr(rH). Secondary-side control
of the primary-side power switch prevents the possibility of cross conduction, which
occurs when both switches are ON at the same time. This feature allows for a highly
reliable synchronous rectifier operation.

The secondary-side of the IC is powered from either the secondary winding forwa rd
voltage or the output capacitors. Capacitor C10 connected to the BPS pin of the U3
provides decoupling for the secondary-side internal circuitry of U3.

Output current is sensed by monitoring the voltage across resistor R13. Resistors R4 and
R12 are used to add a DC offset to the sensed output current to provide a positive slope

Power Integrations ™
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to the CC characteristic curve. This feature can be disabled by shorting R12 and leaving
R4 OPEN The current sense signalis filtered by capacitor C11 and monitored across the
IS and SECONDARY GROUND pinsThe internal current sense threshold of the
InnoSwitch3-Pro is 1°C programmable and can be adjusted up to approximately 32 mV.
The InnoSwitch3-Pro IC regulates the average output current to the programmed value

by controlling the number of primary switch pulses when the current sense threshold is
exceeded

During constant current (CC) operation, when the output voltage falls, the secondary
side controller inside U3 will power itself from the secondary winding directly. During the
On-time of the primary -side power switch, the forward voltage that appears across the
secondary winding is used to charge the SECONDARYBYPASS pin decoupling capacitor
C10via resistor R16 and an internal regulator. This allows output current regulation until
the minimum output UV threshold is reached, after which the unit enters auto -restart
until the output load is reduced.

When the output current is below the CC threshold, the converter operates in constant
voltage mode. The output voltage is monitored by the VOUT pin of the InnoSwitch3 -Pro
IC. Similar to current regulation, the output voltage is also compared to an I°C
programmable internal voltage reference. The InnoSwitch3-Pro IC regulates the output
voltage by controlling the number and frequency of the primary switch pulses.

N-MOSET Q1 functions as the bus switch used connect or disconnect the output of the
flyback converter from the USB Type-C receptacle. Q1 is controlled by the VB/D pin on
the InnoSwitch3-Pro IC. Resistor R5 and diode D1 are connected across the Source and
Gate nodes of Q1 to provide for a discharge path for the bus voltage when the Q1 is
turned off. Capacitor C7 is used to provide ESD protection and output voltage ripple
reduction.

This design uses the VIA Labs VP302 (U4) as its USB Power Delivery (USB PD) controller.
It is powered directly by the InnoSwitch3-Pro IC through the uVCC pin. USB PD protocol
is communicated over either the CC1 or CC2 lins depending on the orientation in which
Type-C plug is connected.

The VP302 uses I°C to communicate with InnoSwitch3-Pro to control the InnoSwith3-
P r 0Q¥, CC, \p, OVA and UVA parameters. These parameters correspond to the output
voltage, constant output current, constant output power voltage threshold, output
overvoltage threshold, and output undervoltage threshold registers of the InnoSwitch3 -
Pro IC, respectively. The status of the InnoSwitch3-Pro IC is read by the VP302 from the
telemetry registers also using the 1°C interface.

Capacitor C16 provides decoupling for the VCC of the VP302IC. Capacitors C17 and C18,
resistors R24 and R25, and Zener diodes VR1 and VR2,provide protection from ESD to
pins CCland CC2.

_p"‘ Power Integrations, Inc.
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Thermistor R25 is connected to the NTC pin of the VP302 IC to provide temperature
detection of the USB Type-C receptacle. The VBUS pin of the VP302 IC is used to sense
the output voltage at the USB Type-C receptacle. The VBUS pin is also usd to discharge
capacitor C7 when the bus switch Q1 is opened.

Power Integrations ™
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5 PCB Fabrication and Assembly Drawings
Finished PCB thickness is1 mm or 0.039 inches. Copper weight is 2 0z. on all layers.

s Main Board Top Layer

26mm

Figure 7 7 DER822 Rev B Main Board Top and Bottom Layers.
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EMI Board Top Layer EMI Board Bottom Layer
. —P_vj ¢ 9_1
Sapuiuguam
1 6 gy oo
E . Sutapupmam
K O
B 3
o] | o]
* > -— 3mm 5.45mm--)—'I -
- 26mm :

Figure 8 1 DER822 Rev B EMI Board Top and Bottom Layers

Input Capacitor Bank Top Layer

3mm —= -

Figure 971 DER822 Rev B Input Capacitor Board Top and Bottom Layers
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= 10.20mm =——=—

2mm =] r-

USB Board Top Layer USB Board Bottom Layer
Figure 10 i DER822 Rev B USBC Board Top and Bottom Layers
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Main Board Top Overlay

DER-822 Rev B
SN: I

ﬁ""m

pr—

[ |-
EE—.

‘Im%ﬁ c1

FL3

| C14 o

c € 2023
E E InnoSwitch™-3 Pro
R14 -
.—::_ _5—'3 TiiT J1A
B|_*4'__. | J
IEQ_EI-T' %H | T1 B7f csq,
S8 — R
gn__.l_la(_m | | 'z:'l' ﬁ .
SR, — lmlw.b‘?
Main Board Bottom Overlay
power see[ [ 1]
R.‘,4|ntegr<:|t|onsm\_’l 11
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3 E:l:”“ir o \
S &
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Figure 11 i DER822 Rev B Main Board Top and Bottom Overlay.

Page 19 of 121

Tel: +1 408 414 9200 Fax: +1 408 414 9201

Power Integrations ™
-
WwWw.power.com



DER822 60 W InnoSwitch3-Pro USB PD 3.0 with PPS 07-Oct-20

EMI Board Top Overlay EMI Board Bottom Overlay

é ) é : )
o | {Rr2
>

3 s .
s 3
OB [
IIE -

Fi EUJ — R
C1 L2
| LOAS | |

Figure 12 i DER822 Rev B EMI Board Top and Bottom Overlay

Input Capacitor Bank Top Overlay
+

|C2

Input Capacitor Bank Bottom Overlay

DER-822 Rev B
Input Cap Board

—
\. —

Figure 13 7 DER822 Rev B Input Capacitor Board Top and Bottom Overlay.
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USB Board Top Overlay USB Board Bottom Overlay
DER-822
Rev B
USB Board
- URL

o L

N

el —_ UR2 '~ R25

/]

Figure 14 i DER822 Rev B USBC Board Top and Bottom Overlay.

Power Integrations ™
Tel: +1 408 414 9200 Fax: +1 408 414 9201 “~
Page21 of 121 Www.power.com



DER822 60 W InnoSwitch3-Pro USB PD 3.0 with PPS 07-Oct-20

Main Board Assembly Top

J1A

ﬁq,

——) HEE

g

E
E

©o&r | B3

C13}

Notes:
A Output capacitor, C5, is
mounted on Top Side of PCB
S but placed 2mm above PCB.
See Assembly Instructions
section of this document for
specific build instructions.

R20| @ Non-Plated Slots

3 | Transformer T1 mounted

8L

S

here. See Assembly
Instructions section.

1

Figure 15 i DER822 Rev B Main Board Assembly Top
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Main Board Assembly Bottom
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o BEs

Q2
C8 .

Figure 16 i DER822 Rev B Main Board Assembly Bottom
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EMI Board Assembly Top EMI Board Assembly Bottom
4

O 5 A
@ @
O O
HEBEHH
B i -
(5 O } -2 |of o
(% HHHH
O ® o ° @
W O O
(B N o @
el o |oo o C [
Notes:

@ Fuse, F1 is placed here. See Assembly Instructions section of DER-822.

Figure 17 i DER822 Rev B EMI Assembly Top andBottom.

Input Capacitor Bank Assembly Top

Input Capacitor Bank Assembly Bottom

—

O o o O
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\_ —J

Figure 18 i DER822 Rev B Input Capacitor Board Assembly Top and Bottom
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USB Board Assembly Top USB Board Assembly Bottom
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Figure 19 i DER822 Rev B USBC Board Assembly Top and Bottom
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6 Bill of Materials
Itn? Qty Ref Des Description Mfg Part Number Mfg
1 2 BR1, BR2 | RECT BRIDGE, GP, 800V, 4A, ZB ZADGP408EHF Comchip
> -
2 1 c1 330 nF, +10%, 275 VAC, Polypropylene Film, X2, 15.00 mm 890324024003CS Wiirth
x 8.50 mm
3 1 c2 :igsrzl(z:mo V Aluminum Electrolytic Radial, Can12000 Hrs @ 200BXW33MEFR10X30 Rubycon
4 1 c3 ?gsr?(::lGOV Aluninum Electrolytic Radial, Can12000 Hrs @ 160TXWBSMEFRBX30 Rubycon
5 1 C4 1 nF, 200 V, Ceramic, X7R, 0805 08052C102KAT2A AVX
680 nf, £20%, 25V, Aluminum Polymer Radial, Can, 292.56 - .
6 1 C5 mW, 1500 Hrs @ 125°C, (10 x 13.5) 687AVG025MGBJ lllinois Capacitor
7 1 C6 CER 0805 2.2NF 250V X7R 10% C0805C222KARACAUTO KEMET
C7,
8 3 C8 (DNP), | CER 10nF 35V X7R 1206 CL31B106KLHNNNE Samsung
C9
C10, C11,
9 5 C12, C15, | 2.2 nf, 10 V, Ceramic, X7R, 0603 GRM188R71A225KE15D Murata
C16
10 1 C13 CER 10nf 63V X7R 1210 CL32B106KMVNNWE Samsung
11 1 Cl4 4.7 nf, +10%, 16 V, Ceramic, X5R, Low ESL, 0603 C1608X5R1C475K080AC] TDK
12 2 C17,C18 560 pF, 50 V, Ceramic, X7R, 0603, 0.063" L x 0.031" W CCO603KRX7RIBB561 Yageo
(1.60 mm x 0.80 mm)
13 1 C19 2200 pF +20% 250 VAC Ceramic E Radial, Disc DE1E3RA222MN4ANO1F Murata
14 2 D1,D2 DIODE GEN PURP 20% 200 mA SOD323 BAV21WS7-F Diodes, Inc.
15 1 D3 800 V, 1 A, Fast Recovery Rectifier, POWERDI123 DFLF18067 Diodes, Inc.
16 1 D4 DIODE, GEN PURP, FAST RECOVERY, 300225 mA, BAV3004WS7 Diodes, Inc.
SOD323
17 1 D5 DIODE ZENER 4A/ 500 mW SOD123 MMSZ5261BT1G ON Semi
18 1 D6 10V, 5%, 150 mW, SSMINI-2 EDZVT2R10B Rohm
19 1 I Conn?ctor Header Through Hole, Right Angle 7 position GRPBO71VWCIRC Sullins Connector
0.050" (1.27mm)
Connector, "Certified", USB- C, USB 3.1, For 0.062" PCB
20 1 J2 Material! ,Superspeed+, Receptacle Connector, 24 Pos,SMT, 632723300011 Wurth
Right Angle, Through Hole
250 nH, Toroidal Common Mode Choke, custom, DER538, Power
21 ! L1 wound on 32-00275-00 core. 32-00367-00 Integrations
Custom, CMC, 18mH @ 10 kHz, Toroidal, 17.5 mm OD x .
22 ! L2 11.0 mm thick. 40 turns x 2, 0.40 mm wire 190 mW max 04291-T231 Sumida
MOSFET, NCH, 30V, 48A (Ta), 50A (Tc), 6.2W (Ta), 8.3W Alpha & Omega
23 ! QL (Tc), SMT, 8-DFN-EP (3.3x3.3) AON7520C Semi
MOSFET, NCH, 120V, 85A (at VGS=10V), Trench Power Alpha & Omega
24 ! Q2 AlphaSGT 120V TM Technology, DEN5x6 AONS62922 Semi
25 1 Q3 NPN, Small Signal BJT, 80 V, 0.5 A, SOT23 MMBTAQ6LT1G On Semi
26 3 RlR’lFflz’ RES, 1 M, 5%, 1/4 W, Thick Film, 1206 ERJBGEYJ105V Panasonic
27 1 R3 RES SMD 3.9MW 1% 1/4W 1206 RC1206FR073M9L Panasonic
28 1 R4 RES SMD 324KW 1% 1/10W 0603 RC0603FR07324KL Yageo
29 1 R5 RES, 100W, 1%, 1/16 W, Thick Film, 0603 ERJ3EKF1000V Panasonic
30 1 R6 RES, 1.80 M\, 1%, 1/4 W, Thick Film, 1206 ERJBENF1804V Panasonic
31 3 R7|’Q1R110’ RES, 20W, 5%, 1/4 W, Thick Film, 1206 ERJBGEYJ200V Panasonic
32 2 R8, R9 RES,680 kW, 5%, 1/4 W, Thick Film, 1206 ERJBGEYJ684V Panasonic
33 1 R12 RES, 10W, 1%, 1/16 W, Thick Film, 0603 ERJ3EKF10R0OV Panasonic
> - - - g
34 1 R13 0.009 W+1% 1W 'Chlp.RESIStOI’ 1206 Automotive AEGQ200, PMR18EZPEU9LO0 Rohm
Current Sense Thick Film
35 1 R15 RES, 2.00 MV, 1%, 1/4 W, Thick Film, 1206 ERJBENF2004V Panasonic
36 2 R16, R22 | RES, 47W, 5%, 1/10 W, Thick Film, 0603 ERJ3GEYJ470V Panasonic

5
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37 2 R23, R24 | RES, 22W, 5%, 1/10 W, Thick Film, 0603 ERJ3GEYJ220V Panasonic
38 1 R17 RES, 100 RV, 1%, 1/16 W, Thick Film, 0603 ERJ3EKF1003V Panasonic
R18 (DNP) 0
39 2 | R1o (DNP) RES SMD 10kW 1% 1/10W 0603 RCO0603FRO710KL Yageo
40 1 R20 RES, 5.1 KW, 5%, 1/8 W, Thick Film, 0805 ERJ6GEYJ512V Panasonic
41 1 R21 RES SMD 2.4kW 0.1% 1/10W 0603 RCO603FRO72KAL Yageo
42 1 R25 THERM NTC 100kW 4250K 0603 NTCG164KF104FT1S TDK
3] 1 T1 Custom, DER822 Transformer ATQ23.7-14, Lp = 515 pH Custom Power
Integrations
4| 1 U1 CAPZere3, SO-8C CAP300DG Power
Integrations
45| 1 U2 InnoSwitch3-Pro INN3379C-H302 Power
Integrations
46 | 1 U3 MinE-CAP MIN1072M Power
Integrations
47 1 U4 IC, USB PD TypeC Controller for SMPS, DFN3 VP302 VIA Labs
48 2 VR1, VR2 | DIODE ZENER 24V 150 mW EMD2 EDZVT2R24B Rohm
49 1 F1 5 A, 250 V, Fast, Microfuse, Axial 0263005.MXL Littlefuse
Note: Component references R18, R19, and C8although present in the layout, should not be installed.
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7  Transformer Specificatio n (T1)
7.1  Electrical Diagram
2
WD7: 3rd Primary
7T-#26 AWG ¢ o FL3
WD4: Secondary
) 5T - 2 X #25 AWG_TIW
WD6: 2nd Primary 5T - 2 x #25 AWG_TIW
14T - #26 AWG
FL4
hd FL2
. WD5: Shield 2
WD1: ind Primary
14T - #26 AWG . 10T - 3 x #34 AWG
1 [ NC
FL1
WD2: Bias
10T - 2 x #35 AWG
FL2 L #34 AWG with
copper tape to core
WD3: Shield 1
10T - 2 x #35 AWG
[
NC
Figure 20 1 Transformer Electrical Diagram.
7.2  Electrical Specifications
Parameter Condition Spec.
Nominal Primary Across pin 1 to pin 2, with all other windings open . 515 nH + 5%
Inductance
Resonant Across pin 1 to pin 2, with all other windings open . 1,200 kHz (Min.)
Frequency
Primary Leakage Across pin 1 to pin 3, with FL3 and FL4 shorted. 7.7 nH (Max.)
Inductance
;Cétlﬁnl\geter Ls measurement, 100 kHz switching frequency, 1.0 V test level.

7.3 Material List

ltem Description

[1] Core: ATQ23.7-14, Mg/Zn Ferrite material. Pl#: 99 -00072-00.

[2] Bobbin: BATQ23.7-14 horizontal. Pl#: 25 -01171-00.

[3] Magnet Wire: #26 AWG, Double Coated.

[4] Magnet Wire: #35 AWG, Double Coated.

[5] Magnet Wire: #34 AWG, Double Coated.

[6] Magnet Wire: #25 AWG, Triple Insulated Wire.

[7] | Copper Foil: Copper Tape, 1 mil Thickness, 5.0 mm Width

[8] | Tape: 3M 1350-F, Polyester Film, 1 mil Thickness, 7.0 mm Width.

[9] | Tape: 3M 1350-F, Polyester Film, 1 mil Thickness, 18.2 mm Width.

[10] | Varnish: Dolph BG359.

Heat shrink: Heat Sh r i n k

[11] into ~1.50 |l ength

3 / Bidneter, AipméMire F221B3/32 BK100 or equivalent, cut

[12] | Teflon Tubing, #24 AWG PTFE 20 mil OD. PI#:6600133-00

Power Integrations, Inc.
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7.4  Transformer Build Diagram
N X FL4
WD7 (Primary 3): 7T — #26 AWG R N
' ~N® OO OO 0O Oy
WDS (Primary 2): 14T - #26 AWG %OOOOOOOOOOOOO.%
WD5 (Shield 2): 10T - 3 x #34 AWG (o2 18'8' 00000 0000000000 . ) ‘i
WD4 (Secondary): 5T — 4 x #25 AWG TIW \{ mm ; ) FL3
WD3 (Shield 1): 10T - 2 #35 AWG OOCOOCOOSe T
(wound together with...) : FL1
WD2 (Bias): 10T - 2 x #35 AWG NC \_MQQIXIIIXIXIJOO@@.. “ FL2
WD1 (Primary 1): 14T - #26 AWG 2 -resneees W\

T

Copper tape attached to the
Core for Ground connection

Figure 21 7 Transformer Build Diagram.

7.5  Transformer Construction
Remove the pins of the bobbin but leave 2 adjacent pins on 1 side. Designate these pins
as Pins 1 and 2. Bend the pins to offset the pin center to edge of the bobbin.
Bobbin and Use a grinding wheel or a file to make slots in between the standoffs where the pins have
Winding been removes. The sl ots must be deep enou

Preparation

the slots as Slot 1, 2, 3, and 4.

Position the bobbin on the mandrel such that the pin s are on the left side when viewed
from the top. Rotation of the mandre | is clockwise when viewed from the right.

1st g\:%lary Starting at pin 2, wind 1 layer with 14 turns of wire Item [3], going from left to right.
. Secure first layer of primary winding use tape Item [ 8]. Set aside primary wire for use
Insulation - . o .
later. Make sure remaining primary wire is long enough to complete the 35 -turn primary.
Use 4 strands of Item [4].
Starting at Slot 1, wind 1 layer with 10 turns going right to left. Mandrel rotation is same
WD?2 Bias & as the previous winding.
WD3 Shield 1 At the end of last turn, place tape Item [ 8] to secure the winding. Bring back 2 strands of
wire to Slot 1 i this will be FL1 and termination of WD2. Cut the remaining 2 strands and
leave as No-Connect (NC)1i this will be the end of the Shield Winding 1.
Ins ulation 1 layer of tape Item [ 8].
For WD4, use 2 strands of Item [ 6]. Start from slot 3 and wind 1 layer with 5 turns in the
direction shown. End the winding in slot 4.
WD4
Secondary Repeat the previous step with another 2 strands of Item [ 6].
Group all 4 wires 1 this will be the secondary winding.
Insulation 2 layers of tape Item [ 8].
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Again starting at Slot 1, wind 1 layer of 10 turns using 3 strands of Item [5] from left to
right. Keep winding as flat as possible. Mandrel rotation is the same as the primary and

WD5 first shield winding.
Shield 2
At the end of last turn, place tape Item [ 8] to secure the winding, then cut the wires as
No-Connect.
Insulation 1 layer of tape Item [ 8].
Use wire hanging from WD1 and continue winding 14 turns from right to left. After 14
WD6 and WD7 turns, place 1 layer of tape Item [ 8].
2" and 3™ . ,d . .
. Wind the 7-turn 3™ layer of the primary from left to right.
Primary
At the end of last turn, place tape Item [ 8] to secure the winding.
Bend the end of the primary winding to Pin 1. Bend FL4 to Slot 3.
. Use a nylon sleeve Item [12] to protect the 2 wires of the bias winding, FL1.
Insulation
Twist together the other end of the bias winding with the shield windings 71 label this as
FL2
Use shrink tube Item [12] to reinforce bias and shield winding insulation.
Gap and Gap the middle leg of core Item [1] to get 515 nH £5% primary inductance. Insert the

Ground Core

cores into the bobbin and secure with copper tape Item [ 7], as shown.

Solder one end of wire Item [5 ] to a section of the copper tape. Twist to combine this wire
with FL2.

Insulate Core

Cover the transformer core with 2 layers of tape Item [ 9] to isolate core from the
secondary.

Varnish using Item [ 10].

Finish .. . . .
Position the fly leads to preparation for transformer installation.
_p"‘ Power Integrations, Inc.
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7.6  Winding lllustrations

Bobbin Preparation

Position the bobbin on the
mandrel such that the pins are
e " . |on the left side when viewed
Winding / ”[“H 1 ‘ - | from the top.
Preparation f 4 -

: Rotation of the mandrel is
clockwise when viewed from
the right.

Starting at pin 2, wind 1 layer
with 14 turns of wire Item [3] ,
going from left to right.

WD1
1° Primary

Secure first layer of primary
winding use tape Item [ 8]. Set
aside primary wire for use
later. Make sure remaining
primary wire is long enough to
complete the 35-turn primary.

Insulation

Use 4 strands of Item [4].
Starting at Slot 1, wind 1 layer
with 10 turns going right to
left. Mandrel rotation is same
as the previous winding.

WD2: Bias
&
WD3: Shield 1

At the end of last turn, place
tape Item [ 8] to secure the
winding. Bring back 2 strands
of wire to Slot 1 T this will be
FL1 and termination of WD2.
Cut the remaining 2 strands
and leave as No-Connect (NC)
1 this will serve as Shield 1.

Power Integrations ™
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Insulation 1 layer of tape Item [ 8].
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For WD4, use 2 strands of
Item [ 6]. Start from slot 3 and
wind 1 layer with 5 turns in
the direction shown. End the
winding in slot 4.

WwD4
Secondary Repeat the previous step with
another 2 strands of Item [ 6].
Group all 4 wires i this will be
the secondary winding.
Insulation 2 layers of tape Item [ 8].

Power Integrations ™
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fibh |

R = Again starting at Slot 1, wind 1
i layer of 10 turns using 3

strands of Item [5] from left
to right. Keep winding as flat
as possible. Mandrel rotation is
the same as the primary and
first shield winding.

WD5
Shield2

At the end of last turn, place
tape Item [ 8] to secure the
winding, then cut the wires as
No-Connect.

Insulation 1 layer of tape Item [ 9].

Use wire hanging from WD1
and continue winding 14 turns
from right to left. After 14
turns, place 1 layer of tape
Item [ 8].

WD6 and WD7
2" and 3" Primary Wind the 7-turn 3™ layer of

the primary from left to right.

At the end of last turn, place
tape Item [ 8] to secure the
winding.

_p’“ Power Integrations, Inc.
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Bend the end of the primary
winding to Pin 1. Bend FL4 to
Slot 3.

Use a5mm long nylon sleeve
Insu lation ltem [12] to .pro'tect the wires
of the bias winding, FL1
Twist together the other end
of the bias winding with the
shield windings i label this as
FL2

Use shrink tube Item [11] to
reinforce the bias and shield
winding insulation.

Tape Item [ 8]
around core sides

Gap the middle leg of core
Item [1] to get 515 mH +5%
primary inductance. Insert t he
cores into the bobbin and
secure with copper tape Item
[7], as shown.

Gap and Ground
Core

Solder one end of wire Item
[5]to a section of the copper
tape. Twist to combine this
wire with FL2.

Power Integrations ™
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Cover the transformer core
with 2 layers of tape Iltem [ 9]
to isolate core from the
secondary.

Insulate Core

W' Power Integrations, Inc.
Tel: +1 408 414 9200 Fax: +1 408 414 9201
WWW.power.com
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Position the fly leads as
Finish shown. Solder the primary
Assembly winding terminations to their

corresponding pins.

Power Integrations ™
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8 Common Mode Choke Specification s

8.1 250 -H Common Mode Choke (L1)

8.1.1 Electrical Diagram

10 f 3

10T 10T
ltem-2 ltem-3

20 ~ | 04

Figure 22 i Inductor Electrical Diagram.

8.1.2 Electrical Specifications

Inductance /g\s;cr)]ss pin 1 to pin 2 (or pin 4 to pin 3) with the other winding 250 i £10%
;(;Enl\geter Ls measurement, 100 kHz switching frequency, 1.0 V test level.

8.1.3 Material List

Item

Description

[1] Core, Ferrite Inductor Toroid; Pl#: 32 -00275-00.

[2] Magnet Wire: #24 AWG, Triple Insulated Wire.

[3] Magnet Wire: #24 AWG, Double Coated

[4] Varnish: Dolph BG359.

<z . Power Integrations, Inc.
Tel: +1 408 414 9200 Fax: +1 408 414 9201
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8.14 Winding Instructions

=

Start as Pin 1 for Item [2] and Pin 4 for Item [3].
Wind together 10 turns on core Item [1].

Mark end of Item [2] as Pin 2 and end of Item [3] as
Pin 3.

Varnish the CMC using Item [4].

8.2 18 mH Common Mode Choke (L 2)

8.2.1 Electrical Diagram

1 2

55T 55T
#29 AWG #29 AWG

4 3

Figure 23 T Inductor Electrical Diagram.

Power Integrations ™
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8.2.2 Electrical Specifications
Inductance Across pin 1 to pin 4 (or pin 2 to pin 3) with the other winding open. 18 mH £25%
Leakage : . . . . o 0
Inductance Across pin 1 to pin 4 (or pin 2 to pin 3) with the other winding shorted. 80 nH £10%
ggtlﬁnl\geter Ls measurement, 100 kHz switching frequency, 1.0 V test level.
8.2.3 Material List
Item Description
[1] Core, Ferrite Inductor Toroid, 14 mm OD x 8 mm ID x 5.5 mm H .
Pl#: 32-00286-00.
2] Cable Tie, PLT.6SMM, 1.8mm Thick.
Pl#: 75 -00202-00
[3] Magnet Wire: #29 AWG, Double Coated.
[4] Varnish: Dolph BG 359.
(5] Heat shrink: Heat shrink 1 6 | nner di amethekness 0. 0350 Wal
Pl#:62-00002-0 0 ; cut éngth.0. 750 L
8.24 Winding Instructions

Place cable ties Item [2] to divide core Item [1] into
two sections.

Start as Pin 1 with Item [3], wind 55 turns in two
layers on half section of the core. Mark end of wire
as Pin 4.

Repeat procedure on remaining half of core. Start as
Pin 2 and end as Pin 3.

Remove cable ties and varnish the CMC using Item

[4].

5
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9 Transformer Design Spreadsheet

ACDC_InnoSwitch3 -
Pro_Flyback 050420; InnoSwitch3 -Pro Flyback
L Rev.1.3; Copyright Power L LS CCNLECLT S Design Spreadsheet /
Integrations 2020
2 APPLICATION VARIABLES
3 VAC_MIN 90 90 V Minimum AC line voltage
4 VAC_MAX 265 265 V Maximum AC input voltage
5 VAC RANGE UNIVERSAL AC line voltage range
6 FLINE 60 Hz AC line voltage frequency
7 CAP_INPUT 100.0 100.0 uF Input capacitance
9 SET-POINT 1
10 | vouT1 21.00 21.00 v Qutput voltage 1, should bg the
highest output voltage required
11 10UT1 3.000 3.000 A Output current 1
12 POUT1 63.00 W Output power 1
13 | EFFICIENCY1 0.9 0.92 Converter efficiency for output 1
14 | Z FACTOR1 0.50 0.50 Z-factor for output 1
16 | SET-POINT 2
17 | VOUT2 20.00 20.00 V Qutput voltage 2
18 10UT2 3.000 3.000 A Output current 2
19 | POUT2 60.00 W Output power 2
20 EFFICIENCY?2 0.92 0.92 Converter efficiency for output 2
21 | Z FACTOR2 0.50 0.50 Z-factor for output 2
23 | SET-POINT 3
24 | VOUT3 15.00 15.00 \ Qutput voltage 3
25 | IOUT3 3.000 3.000 A Output current 3
26 POUT3 45.00 W Output power 3
27 EFFICIENCY3 0.92 0.92 Converter efficiency for output 3
28 | Z FACTORS3 0.50 0.50 Z-factor for output 3
30 | SET-POINT 4
31 | VOUT4 9.00 9.00 \ Qutput voltage 4
32 | lIoUT4 3.000 3.000 A Output current 4
33 | POUT4 27.00 w Output power 4
34 | EFFICIENCY4 0.92 0.92 Converter efficiency for output 4
35 | Z FACTOR4 0.50 0.50 Z-factor for output 4
37 | SET-POINT 5
38 | VOUTS5 5.00 5.00 V Output voltage 5
39 | IOUT5 3.000 3.000 A Output current 5
40 [ POUTS5 15.00 w Output power 5
41 | EFFICIENCY5 0.92 0.92 Converter efficiency for output 5
42 | Z FACTORS5 0.50 0.50 Z-factor for output 5
44 | SET-POINT 6
45 | VOUT6 0.00 V Output voltage 6
46 10UT6 0.000 A Output current 6
47 POUT6 0.00 w Output power 6
48 | EFFICIENCY6 0.00 Converter efficiency for output 6
49 | Z FACTOR®6 0.00 Z-factor for output 6
51 | SET-POINT 7
52 | VOUT7 0.00 V Qutput voltage 7
53 | IOUT7 0.000 A Output current 7
54 | POUT7 0.00 W Output power 7
55 | EFFICIENCY7 0.00 Converter efficiency for output 7
56 | Z FACTORY 0.00 Z-factor for output 7
58 | SET-POINT 8
59 | VOUTS8 0.00 V Output voltage 8
60 | IOUT8 0.000 A Output current 8
61 | POUT8 0.00 w Output power 8
62 EFFICIENCY8 0.00 Converter efficiency for output 8
63 | Z FACTORS 0.00 Z-factor for output 8

Power Integrations ™
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65 SET-POINT 9

66 | VOUT9 0.00 V Qutput voltage 9
67 10UT9 0.000 A Output current 9
68 POUT9 0.00 W Output power 9
69 | EFFICIENCY9 0.00 Converter efficiency for output 9
70 | Z FACTOR9 0.00 Z-factor for output 9
71
72 | voLTAGE cDC 0.000 0.000 v Cabl_e drop compensation desired at
— maximum output current
76 PRIMARY CONTROLLER SELECTION
77 ENCLOSURE ADAPTER ADAPTER Power supply enclosure
78 ILIMIT_MODE INCREASED INCREASED Device current limit mode
79 | VDRAIN BREAKDOWN 750 750 V Device breakdown voltage
80 | DEVICE_GENERIC INN33X9 INN33X9 Device selection
81 DEVICE_CODE INN3379C Device code
82 PDEVICE MAX 65 W Device maximum power capability
83 | RDSON_25DEG 0.44 N Egiorgary switch on-time resistance at
84 | RDSON_100DEG 0.62 N E(r)ig:?:ry switch on-time resistance at
85 ILIMIT_MIN 1.980 A IIiDr:iTary switch minimum current
86 | ILIMIT_TYP 2.130 A Primary switch typical current limit
87 | ILMIT_MAX 2979 A Ilijr:iTary switch maximum current
88 | VDRAIN ON PRSW 0.47 \ Primary switch on-time voltage drop
89 | VDRAIN_OFF_PRSW 588.31 y | Peakdrain voltage on the primary
— - switch during turn -off
93 WORST CASE ELECTRICAL PARAMETERS
Maximum switching frequency at full
94 | FSWITCHING_MAX 77350 77350 Hz load and the valley of the minimum
input AC voltage
Voltage reflected to the primary
95 | VOR 145.0 145.0 \Y winding (corresponding to set-point
1) when the primary switch turns off
Valley of the rectified minimum input
96 | VMIN 88.10 v AC voltage at full load
Measure of
97 | KP 0.737 continuous/discontinuous mode of
operation
98 | MODE_OPERATION CCM Mode of operation
99 | DUTYCYCLE 0.623 Primary switch duty cycle
100 | TIME_ON 12.10 us Primary switch on-time
101 | TIME_OFF 4.87 us Primary switch off-time
102 | LPRIMARY_MIN 489.3 uH | Minimum primary magnetizing
- inductance
103 | LPRIMARY_TYP 515.0 uH | Typical primary magnetizing
- inductance
104 | LPRIMARY TOL 50 50 % Primary magnetizing inductance
- tolerance
105 | LPRIMARY_MAX 540.8 uH | Maximum primary magnetizing
- inductance
107 | PRIMARY CURRENT
108 | IAVG_PRIMARY 0.750 A Primary switch average current
109 | IPEAK PRIMARY 2.134 A Primary switch peak current
110 | IPEDESTAL PRIMARY 0.501 A Primary switch current pedestal
111 | IRIPPLE_PRIMARY 2.030 A Primary switch ripple current
112 | IRMS_PRIMARY 1.041 A Primary switch RMS current
114 | SECONDARY CURRENT
115 | IPEAK_SECONDARY 14.940 A Secondary winding peak current
116 | IPEDESTAL_SECONDARY 3.504 A Secondary winding pedestal current
117 | IRMS SECONDARY 5.663 A Secondary winding RMS current

Power Integrations, Inc.
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118 | IRIPPLE_CAP_OUT | | | 4803 | A | output capacitor ripple current

122 | TRANSFORMER CONSTRUCTION PARAMETERS

123 | CORE SELECTION
The transformer windings may not

124 | core CUSTOM Info CUSTOM fit: pick a bigger core or bobbin and
refer to the Transformer Parameters
tab for fit calculations

125 | CORE NAME ATQ23.7-14 ATQ23.7-14 Core code

126 | AE 103.0 103.0 mm~2 Core cross sectional area

127 | LE 38.2 38.2 mm Core magnetic path length

128 | AL 7200 7200 nH Ungapped core effective inductance
per turns squared

129 | VE 3934 3934 mm~"3 Core volume

130 | BOBBIN NAME BAQT23.714 BAQ;Z&? Bobbin name

131 | AW 24.4 24.4 mm”2 Bobbin window area

132 | BW 6.60 6.60 mm Bobbin width

133 | MARGIN 0.0 0.0 mm Bobbin safety margin

135 | PRIMARY WINDING

136 | NPRIMARY 35 Primary winding number of turns

137 | BPEAK 3499 Gauss | Peak flux density

138 | BMAX 3161 Gauss | Maximum flux density

139 | BAC 1498 Gauss | AC flux density (0.5 x Peak to Peak)

140 | ALG 420 nH Typical gapped core effective
inductance per turns squared

141 | LG 0.290 mm Core gap length

142 | LAYERS PRIMARY 2 2 Primary winding number of layers

143 [ AWG PRIMARY 26 26 Primary wire gauge

144 | OD_PRIMARY_INSULATED 0.465 mm | Frimary wire insulated outer
diameter

145 | OD PRIMARY BARE 0.405 mm Primary wire bare outer diameter

146 | CMA_PRIMARY 244.2 Cmils/A [ Primary winding wire CMA

148 | SECONDARY WINDING

149 | NSECONDARY 5 Secondary winding number of turns

150 | AWG_SECONDARY 19 Secondary wire gauge

151 | OD_SECONDARY_INSULATE 1.217 mm | Secondary wire insulated outer

_ — diameter

152 | OD_SECONDARY_BARE 0.912 mm Secondary wire bare outer diameter

153 | CMA_SECONDARY 2275 Cmils/A [ Secondary winding wire CMA

155 | BIAS WINDING

156 | NBIAS | | | 10 | | Biaswinding number of turns

160 | PRIMARY COMPONENTS SELECTION

161 | LINE UNDERVOLTAGE

162 | BROWNIN REQURED 72.00 72.00 V Required line brown-in threshold
Connect two 1.91 MOhm resistors to

163 | RLS 3.56 Mn the V-pin for the required UV/OV
threshold

164 | BROWNIN ACTUAL 71.40 v Actual brown_-in threshold using
standard resistors

165 | BROWNOUT ACTUAL 64.58 v Actual brown—out threshold using
standard resistors

167 | LINE OVERVOLTAGE
The device voltage stress will be

168 | OVERVOLTAGE_LINE 297.50 \% higher than 650V when overvoltage
is trigerred

170 | BIAS WINDING
The rectified bias voltage maybe too

171 | vBIAS 9.00 vV low to s_u_pply _the BP pin: Increase
the rectified bias voltage to a value
higher than 9V

172 | VF_BIAS 0.70 V Bias winding diode forward drop

173 | VREVERSE BIASDIODE 115.66 \ Bias diode reverse voltage (not
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accounting parasitic voltage ring)

174 | CBIAS 10 uF Bias winding rectification capacitor
175 | CBPP 4.70 uF BPP pin capacitor
179 | SECONDARY COMPONENTS SELECTION
180 | RECTIFIER
Secondary rectifier reverse voltage
181 | VDRAIN_OFF_SRFET 74.33 Y (not accounting parasitic voltage
ring)
182 | SRFET AONS62922 AONS62922 Secondary rectifier (Logic MOSFET)
183 | VBREAKDOWN_SRFET 120 Vv Secondaryrectifier breakdown
voltage
N SRFET on time drain resistance at
184 | RDSON_SRFET 7.0 mn 25degC for VGS=4.4V
188 | SET-POINTS ANALYSIS
189 | TOLERANCE CORNER
190 | USER VAC 90 90 Input AC RMS voltage corner to be
evaluated
191 | USER ILIMIT MIN 1.767 Current limit corner to be evaluated
192 | USER_LPRIMARY MIN 395.3 uH | Primary inductance corner to be
— evaluated
194 | SET-POINT SELECTION
195 | SETPOINT 2 2 Select the set-point which needs to
be evaluated
Switching frequency at full load and
196 | FSWITCHING 73171.3 Hz valley of the rectified minimum AC
input voltage
Voltage reflected to the primary
197 | VOR 138.1 Y winding when the primary switch
turns off
198 | vMIN 89.89 v Valley of the minimum input AC
voltage
Measure of
199 | KP 0.794 continuous/discontinuous mode of
operation
200 [ MODE_OPERATION CCM Mode of operation
201 | DUTYCYCLE 0.607 Primary switch duty cycle
202 [ TIME_ON 8.29 us Primary switch on-time
203 | TIME_OFF 5.38 us Primary switch off-time
205 | PRIMARY CURRENT
206 [ IAVG_PRIMARY 0.699 A Primary switch average current
207 | IPEAK_PRIMARY 1.911 A Primary switch peak current
208 | IPEDESTAL PRIMARY 0.394 A Primary switch current pedestal
209 [ IRIPPLE_PRIMARY 1.517 A Primary switch ripple current
210 | IRMS _PRIMARY 0.960 A Primary switch RMS current
212 | SECONDARY CURRENT
213 | IPEAK_SECONDARY 13.378 A Secondary winding peak current
214 | IPEDESTAL SECONDARY 2.756 A Secondary winding pedestal current
215 [ IRMS_SECONDARY 5.412 A Secondary winding RMS current
216 | IRIPPLE_CAP_OUT 4.505 A Qutput capacitor ripple current
218 | MAGNETIC FLUX DENSITY
219 | BPEAK 2750 Gauss | Peak flux density
220 | BMAX 2594 Gauss | Maximum flux density
221 | BAC 1030 Gauss | AC flux density (0.5 x Peak to Peak)

5
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10 Adapter Case and Heat Spreader Assembly

10.1 Adapter Case Dimensions

10.1.1 Adapter Case Main Body Dimension
31

—~—0.75
—~—1.50

/<* ©» 4.50
— 1.50
1]
I
—>
58
A
X
— @ 1.50
28
Figure 24 i DER822 Adapter Main Body.
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N N

26.30

T

= - 3.45 - 5.15

- 29.30 - 3.65

2 1.50 f

Figure 25 7 DER822 Adapter Case Cap
10.1.2 Adapter Case Assembly

Figure 26 i DER822 Case Assembly Drawing
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10.2 Heat Spreader Drawings
10.2.1  Aluminum Sheet

Heat Spreader
Dimension: mm Scale 1:1
19.50
26.50
0.40—{~
23.50
R2.50—_
\
24.50
20mm
24.50
27.50
l= 48 -

Figure 27 7 Aluminum Heat Spreader.

Cover heat spreader entire inner area with tape except for area highlighted in red. Place tape on one face
of the aluminum sheet only. Use two layers of 3M 1350-F, Polyester Film 1 mil Thickness, 18.2 mm Width.
Tape width greater than 18.2 mm can be also be used to minimize overlaps.

Power Integrations ™
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10.2.2 Heat Spreader Insulator

— 46mm o

2mm T

e - | 5MM)

— = | Omm —-——

—— [ OmMm -

Notes:

1) Material: 3 mil Mylar Sheet Pl Part# 66-00230-00
2} Fold along dashed lines

3) Cut-out blue square

11 Assembly Instructions

11.1 Transformer Installation

Tx Pin 2 Pad Tx Pin 1 Pad

DOWET gz I = 5~ _ _
integrati . § Pad locations for transformer pins 1 and 2.

Slot for FL3

FL3 Pad

Connection pads for EMI and Main Board
FL2 Pad

FL4 Slot

FL1 Pad

_p"‘ Power Integrations, Inc.
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Input Capacitor
Board

Pads for Y-capacitor, C19.

USBC Board

Position the transformer on the top side of the main
PCB. Insert FL3 through the slot below the
InnoSwitch IC to allow the transformer to sit flush on
the board.

Insert Pins 1 and 2 to their corresponding pads and
solder in place. Align FL1 and FL2 to their
corresponding pads.

Insert FL4 in the slot near the edge of the board .

Power Integrations ™
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Trim FL3 and FL4. Bend FL3 to position it over the
exposed pad as shown.

Solder FL3 to the exposed pad. Solder FL4 to the
plated slot.

Finish installation of the transformer by trimming and
soldering FL1 and FL2 to their corresponding pads.

Nal Power Integrations, Inc.
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11.2 Component Preparation

Cover the upper half of the body of the input bulk
capacitors using Polyester or Kaptontape. Use 2
layers of tape and ensure the metal vents are
covered.

Cut two pieces of 0.8mm inner diameter Teflon
sleeve to a length of 2mm. Insert the sleeves into
the leads of the output capacitor, C5.

Cut a 0.8 mm inner diameter Teflon sleeve to lengths
of 20 mm and 7.5 mm. Insert the sleeves into the
leads of the Y-capacitor, C19. Bend the leads of the
capacitor as shown.

Pageb51 of 121
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11.3  Unit Assembly

Important note: Always check that the Transformer
/s properly installed before installing the EMI, Input
Capacitor, and PD Controller boards.

Install the input bulk capacitor PCB and solder the
bottom tabs as shown.

Install the output capacitor. With the Nylon sleeve,
the capacitor should be positioned 2 mm above the
main PCB. Check to seethat the bottom of the
capacitor does not collide with the components
below it.

Nal Power Integrations, Inc.
Tel: +1 408 414 9200 Fax: +1 408 414 9201
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Position and solder the Y-capacitor, C19, as shown in
the image to the left .
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Insert the PD controller to the 7 -pin header port in
the main board. At the same time, insert the longer
lead of the Y-capacitor to its corresponding pad
found in the input capacitor board. Solder the PD
controller board and Y-capacitor in place.

Nal Power Integrations, Inc.
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Www.power.com

Page54 of 121



07-Oct-20 DER822 60 W InnoSwitch3-Pro USB PD 3.0 with PPS

Insulate the fuse on the EMI board using a 5 mm
diameter shrinkable tube.

Position the EMI board to align with the pads located
in the main board. Solder the EMI board in place.
Make sure the EMI board is perpendicular to the
main board.

Power Integrations ™
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Complete PCB assembly.

Install insulator sheet on bottom to isolate secondary
from the heat spreader. Align cutout with SR FET.

_p’“ Power Integrations, Inc.
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Position a 50mm x 25 mm 1.5mm thick thermal pad
on the bottom side of the unit.

Prepare the heat spreader by placing tape for
insulation. Refer to Figure 28 for tape location. Only
one face of the heat spreader should be taped.

Use two layers of 3M 1350-F, Polyester Film 1 mil
Thickness, 18.2 mm Width. Tape width greater than
18.2 mm can be also be used to minimize overlaps.

Bend the heat spreader along the dashed lines
indicated in Figure 28. Make sure the taped area is
on the inner side (side facing the power supply unit)
of the completed heat spreader.

Carefully slip the unit inside the heat spreader.
Ensure that the thermal pad remains in place.

Install the PCB assembly with heat spreader inside
the enclosure. The USBC port must be flush against
the enclosure front face.

Page57 of 121
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Solder a pair of #22 AWG insulated stranded wires to
the AC prongs and the input port of the unit. Insulate
the prong connection.

Close the unit enclosure by mating the cap to the
enclosure body. Finished assembly.

5
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12 Performance Data

Note : 1. Output voltage measured on the PCBunless otherwise specified
2. Measurements taken at room temperature ambient (approximately 25 °C)
unless otherwise specified.

12.1 No-Load Input Power at5V OUT

Note: 1. Unit tested without Type -C cable connected to output.
2. For each line voltage, soak time = 10 min and integration time = 5 min.

100

90 +

80 +

70 +

60 o

Input Power (mW)

90 115 230 265
Input Voltage (VAC)

Figure 28 i No-Load Input Power vs. Input Line Voltage.
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12.2 Full Load Efficiency

Vour | Load | Power Full Load Efficiency (%)
V) (A) (W) 90 VAC 115 VAC 230 VAC 265 VAC
5 3.0 15 91.16 91.54 91.29 90.94
9 3.0 27 91.98 92.10 92.89 92.69
15 3.0 45 91.80 92.45 93.70 93.59
20 3.0 60 90.85 91.85 93.93 93.84
12.3 Average and 10% Load Efficiency
12.3.1 Efficiency Requirements
Test Average Average 10% Load
Effective 2016 Jan-16 Jan-16
Vour Model Power New CoC v5 CoC V5
(V) (V) (W) EISA2007 Tier 2 Tier 2
5 <6 15 81.4% 81.8% 72.5%
9 >6 27 86.6% 87.3% 77.3%
15 >6 45 87.7% 88.9% 78.9%
20 >6 60 88.0% 89.0% 79.0%
12.3.2  Efficiency Performance Summary (On Board)
Vour | Power Average Efficiency (%) 10% Load Efficiency (%)
V) (W) 115 VAC 230 VAC 115 VAC 230 VAC
5 15 91.47 90.29 87.52 83.77
9 27 92.11 92.04 88.13 85.52
15 45 92.17 92.85 88.10 86.29
20 60 91.89 93.04 87.77 86.61
12.3.3 Average and 10% Load Efficiency Measurements
12.3.3.1 Output:5V/ 3 A
- Average DOE6 CoC v5 Tier 2
Er\]/rzjé) IE(;Sd I;)V?/L;T Efflg)l/(j)ncy Efficiency | Requirement Requirement Remarks
(%) (%) (%)
100 14.96 91.58
75 11.25 91.77
115 =0 751 9176 91.47 81.4 81.8 PASS
25 3.75 90.79
10 1.50 87.52 72.5 PASS
100 15.02 91.28
75 11.28 91.15
230 =0 757 90 42 90.29 81.4 81.8 PASS
25 3.76 88.30
10 1.50 83.77 72.5 PASS
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12.3.3.2 Output: 9V/ 3 A

Inout Load p Efficienc Average DOE®6 CoC v5 Tier 2
P ) ouT ) Y| Efficiency | Requirement Requirement Remarks
(VAC) | (%) (W) (%) %) (%) (%)
100 27.14 92.10
75 20.40 92.14
0, 0,
115 50 13 62 9255 92.11 86.6% 87.3% PASS
25 6.81 91.66
10 2.73 88.13 77.3% PASS
100 27.21 92.91
75 20.43 92.67
0, 0,
230 50 1363 92 21 92.04 86.6% 87.3% PASS
25 6.81 90.37
10 2.73 85.52 77.3% PASS
12.3.3.3 Output: 15V /3 A
- Average DOEG6 CoC v5 Tier 2
Input L(? ad | Pour Efflcolency Efficiency | Requirement Requirement Remarks
(VAC) | (%) (W) (%) (%) (%) (%)
100 45.06 92.32
75 33.85 92.33
0, 0,
115 o Torce T o590 92.17 88.0% 89.0% PASS
25 11.31 91.72
10 4,53 88.10 79.0% PASS
100 45.17 93.72
75 33.91 93.46
0, 0,
230 T oron 92.85 88.0% 89.0% PASS
25 11.32 91.25
10 4,53 86.29 79.0% PASS
12.3.3.4 Output: 20V/ 3 A
- Average DOEG6 CoC v5 Tier 2
LefeL L(? ad | Pour Eff|(;|ency Efficiency | Requirement Requirement Remarks
(VAC) | (%) (W) (%) (%) (%) (%)
100 60.05 91.81
75 45.10 92.30
115 50 30.10 92.12 91.89 PASS
25 15.06 91.32
10 6.03 87.77 PASS
100 60.22 93.93
75 45.19 93.66
.04 PA
230 50 30.14 93.11 93.0 SS
25 15.08 91.44
10 6.04 86.61 PASS
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12.4  Efficiency Across Line at 100% Load (On Board)
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Figure 29 i Full Load Efficiency vs. Input Line for 5V, 9V, 15V, and 20 V Output, Room Temperature.
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12.5 Efficiency Across Load (On Board)

12.5.1 Output:5V/ 3 A
100

95

90 +

85

(o)
o

Efficiency (%)
\'
(&)

70

65

60
==90 VAC

55 “#=115VAC| |
=2=230 VAC
=>=265 VAC

50 T

10 20 30 40 50 60 70 80 90 100

Load (%)

Figure 30 i Efficiency vs. Load for 5 V Output, Room Temperature.
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12.5.2 Output:9V/ 3A
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Figure 31 i Efficiency vs. Load for 9 V Output, Room Temperature.
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12.5.3 Output: 15V / 3 A
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Figure 32 i Efficiency vs. Load for 15 V Output, Room Temperature.
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12.5.4 Output: 20V/ 3 A
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Figure 33 i Efficiency vs. Load for 20 V Output, Room Temperature.
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12.6 Load Regulation (On Board)
12.6.1 Output:5V/ 3 A

7.0
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Figure 34 7 Output Voltage vs. Output Load for 5 V Output, Room Temperature.
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12.6.2 Output:9V/ 3 A
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Figure 35 T Output Voltage vs. Output Load for 9 V Output, Room Temperature.
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12.6.3 Output: 15V / 3 A
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Figure 36 i Output Voltage vs. Output Load for 15 V Output, Room Temperature.
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12.6.4 Output: 20V/ 3 A
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Figure 37 i Output Voltage vs. Output Load for 20 V Output, Room Temperature.
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Line Regulation (On Board)

12.6.5 Output:5V/ 3A
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Figure 38 i Output Voltage vs. Input Line Voltage for 5 V Output, Room Temperature.
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12.6.6 Output:9V/ 3 A
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Figure 39 T Output Voltage vs. Input Line Voltage for 9 V Output, Room Temperature.
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12.6.7 Output: 15V / 3 A
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Figure 40 i Output Voltage vs. Input Line Voltage for 15 V Output, Room Temperature.
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12.6.8 Output: 20V/ 3 A
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Figure 41 7 Output Voltage vs. Input Line Voltage for 20 V Output, Room Temperature.
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13 Thermal Performance

13.1 Thermal Performance in Open Case , 25 °C Ambient
Note : Measurements taken at room temperature ambient (approximately 27.5 °C).

13.1.1 Output: 20V /3 A (90 VAC)

« 95.6°C oC
. 83.8°C
83.7 °C

Figure 42 7 Top Thermal Image. Figure 43 7 Bottom Thermal Image.
Bx1: Transformer, T1 = 95.6 °C. Bx1: InnoSwitch3-Pro, U3 = 135.6 °C.
Bx2: Input Capacitors, C2,C3 = 83.8 °C. Bx2: MinE-CAP, U2 = 118.2°C.
Bx3: 18mH CMC, L2 =83.7°C. Bx3: SR FET= 131.8 °C.
Bx4: Output Capacitor = 81.2 °C. Bx4: Bridge Rectifier, BR1 = 106.0 °C.

13.1.2 Output: 20 V/3 A (265 VAC)

Figure 44 i Top Thermal Image. Figure 45 1 Bottom Thermal Image.
Bx1: Transformer, T1 = 86.8 °C. Bx1: InnoSwitch3-Pro, U3 = 111.6 °C.
Bx2: Input Capacitors, C2,C3 =71.9 °C. Bx2: SR FET, Q2 = 109.1°C.
Bx3: 18mH CMC, L2 =69.6 °C. Bx3: MinE-CAP, U2 = 81.2°C.
Bx4: Output Capacitor = 80.1 °C. Bx4: Bridge Rectifier, BR1 = 76.1 °C.

Power Integrations ™
Tel: +1 408 414 9200 Fax: +1 408 414 9201 _p

Page 75 of 121 Www.power.com



