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14 传导EMI 

14.1 设备 
 接收器： 

Rohde & Schwartz 
  ESPI - 测试接收器(9 kHz – 3 GHz) 
  型号：ESPI3 

LISN： 
Rohde & Schwartz 
Two-Line-V-Network 
型号：ENV216 

14.2 EMI测试设置 

通常情况下，LED驱动器会放置在圆锥形金属壳体内（针对自镇流灯泡；CISPR15第7.2版），

但由于在对被测电源进行测试时，没有灯壳体可用，而是采用了下图所示的方法进行评估。 
 

 

图48 – 传导辐射测试设置 
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14.3 EMI测试结果 
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图49 – 传导EMI，72 V输出/170 mA稳态负载，120 VAC，60 Hz，EN55015限值 
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EDIT PEAK LIST (Final Measurement Results)

Trace1:          EN55015Q         

Trace2:          EN55015A         

Trace3:          ---              

      TRACE          FREQUENCY     LEVEL dBµV        DELTA LIMIT dB

 1  Quasi Peak   133.454986145 kHz  59.23   N gnd    -21.83        

 2  Average      133.454986145 kHz  58.28  L1 gnd                  

 2  Average      140.262531674 kHz  34.24  L1 gnd                  

 1  Quasi Peak   264.49018761 kHz   51.33   N gnd     -9.95        

 2  Average      267.135089486 kHz  43.45   N gnd     -7.75        

 1  Quasi Peak   397.727746704 kHz  44.12   N gnd    -13.77        

 2  Average      401.705024172 kHz  39.02   N gnd     -8.79        

 1  Quasi Peak   530.769219795 kHz  44.94   N gnd    -11.05        

 2  Average      536.076911993 kHz  37.24   N gnd     -8.75        

 2  Average      667.263434405 kHz  33.13   N gnd    -12.86        

 1  Quasi Peak   798.145472681 kHz  42.15   N gnd    -13.84        

 2  Average      798.145472681 kHz  35.34   N gnd    -10.65        

 1  Quasi Peak   926.622115652 kHz  43.07   N gnd    -12.92        

 2  Average      935.888336808 kHz  35.13   N gnd    -10.86        

 1  Quasi Peak   1.06512822736 MHz  40.39   N gnd    -15.60        

 1  Quasi Peak   1.20021314689 MHz  40.43   N gnd    -15.56        

 2  Average      1.20021314689 MHz  33.33   N gnd    -12.66        

 1  Quasi Peak   1.32578199726 MHz  41.85   N gnd    -14.14        

 1  Quasi Peak   23.9878811379 MHz  48.01  L1 gnd    -11.98        

 2  Average      25.4636191981 MHz  39.24  L1 gnd    -10.75        

 

图50 – 传导EMI，72 V/170 mA稳态负载，120 VAC，60 Hz，EN55015限值相线和零线扫描设计裕量测量 
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15 版本历史 
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有关最新产品信息，请访问：www.powerint.com

Power Integrations reserves the right to make changes to its products at any time to improve reliability or manufacturability.
Power Integrations does not assume any liability arising from the use of any device or circuit described herein. POWER
INTEGRATIONS MAKES NO WARRANTY HEREIN AND SPECIFICALLY DISCLAIMS ALL WARRANTIES INCLUDING,
WITHOUT LIMITATION, THE IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR
PURPOSE, AND NON-INFRINGEMENT OF THIRD PARTY RIGHTS.

PATENT INFORMATION
The products and applications illustrated herein (including transformer construction and circuits’ external to the products)
may be covered by one or more U.S. and foreign patents, or potentially by pending U.S. and foreign patent applications
assigned to Power Integrations. A complete list of Power Integrations’ patents may be found at www.powerint.com. Power
Integrations grants its customers a license under certain patent rights as set forth at http://www.powerint.com/ip.htm.

The PI Logo, TOPSwitch, TinySwitch, LinkSwitch, DPA-Switch, PeakSwitch, CAPZero, SENZero, LinkZero, HiperPFS, HiperTFS,
HiperLCS, Qspeed, EcoSmart, Clampless, E-Shield, Filterfuse, StackFET, PI Expert and PI FACTS are trademarks of Power
Integrations, Inc. Other trademarks are property of their respective companies. ©Copyright 2012 Power Integrations, Inc.
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